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La casa costruttrice si riserva di apportare modifiche in qualsiasi momento - All dimensions and specifications subject to change without notice.
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FORNO DI TERMORETRAZIONE

SystemSystem

       Forno di termoretrazione
Inseribile anche in linee di trasporto
esistenti, termoretrae il film attorno al
pacco. Costruito in due versioni, a
sosta o continuo (il pacco viene
termoretratto durante il transito
senza necessità di sostare) per 1 o 2
pacchi.
Funzionamento a Gas o Gasolio a
richiesta.
– produzione 65 pallets/ora
– potenzialità termica

250.000 Kcal./ora
– potenza installata kW 3,5
– combustibile impiegato

Gas naturale, metano
– pressione gas 17÷23 Bar
– alimentazione 380 Volts+PE.

trifase 50 Hz
– voltaggio ausiliari 24 Volts D.C.

       Termoshrinking tunnel oven
It can be installed on already
existing conveyor lines and
thermoshrinks the film around the
package.
It is manufactured in two versions,
continuous an stand-by (the
package is thermoshrink during
transit without stopping) for 1 or 2
packages.
It operates on Gas or Diesel oil on
request.
– output 65 pallets/hours
– thermal capacity 250.000

Kcal./hours
– installed power 3,5 kW
– gas supply natural
– gas pressure 17 ÷ 23 Bar
– energy requirement 380 Volts+PE.

three-phase 50 Hz
– auxiliary 24 Volts D.C.
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TERMOSHRINKING TUNNEL OVEN
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